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MULTIMEDIA FUNCTION

USB SETTING
BB uss2.0
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PHOTO MUsIC MOVIE TEXT || 2

1. PHOTO
Play the photo

1. Press the SOURCE button on the remote
controller to display the Input Source menu.

2.Press A /V button to select the MEDIA.

3. Press the ENTER button to enter the menu.

4. Press «/» button to select the files on the USB
device (PHOTO, MUSIC, MOVIE, TEXT) to view.

5. Press the SOURCE or EXIT button to exit from
the menu.
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Play the music
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TELETEXT FUNCTION

Teletext is an optional function, therefore only certain models can receive the teletext broadcast.
Teletext is a free broadcast service by most TV stations which gives up-to-the-minute information
on news, weather, television program, share prices and many other topics.

Display Teletext

1. Selecta TV station with teletext signal.

2. Press the TEXT button to enter Teletext signal.

3. Press the TEXT button again to return to the normal TV mode.

Page Selection

1. Enterthe page number (three digit) using the number buttons.
If you press a wrong number during input, you must complete the three digit number and then
re-enter the correct page number.

2.The A /¥ button can be used to select the preceding or following page.

HOLD
You can press the HOLD button to hold a page, and press this button again to release the page.

INDEX
Press the INDEX button to enter the main index page directly.
You may enter the main index page number directly using the number buttons.

Enlarging Text

When a page is displayed, you can double the size of the text to make it easier to read.
1. Press the SIZE button to enlarge the top half of the page.

2. Press the SIZE button again to enlarge the bottom half of the page.

3. Press this button once more to return to the normal display.

Reveal mode
You can display concealed teletext information (e.g. Answer to puzzles or riddles etc.) by pressing
this button. Press this button again to remove the information from the display.

SUBPAGE

Some teletext page may contain several sub-pages which are automatically paged in a certain

cycle by the TV station.

1. You can enter to a certain sub page by pressing the SUBPAGE button directly and select the
page number with the number buttons. Enter the subpage number (e.g. 0003) for the third sub-
page.

2. Press the SUBPAGE button again to exit the sub page mode.

3. Press the TEXT button to return to the normal TV mode.

COLOR buttons (RED, GREEN, YELLOW, CYAN)

Press these buttons to access directly to the corresponding color pages displayed at the lower
part of the Teletext screen.
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SUPPORTED OPERATING MODES
COMPONENT VIDEO (YPbPr) INPUT

Horizontal Vertical
Resolution Frequency Frequency
(KHz) (Hz)
576i/50 720X576 15.63 50.00
480i/60 640X480 15.73 60.00
576p/50 720X576 31.25 50.00
480p/60 640X480 31.47 60.00
720p/60 1280X720 45.00 60.00
1080i/50 1920X1080 28.13 50.00
1080i/60 1920X1080 33.75 60.00
1080p/50 1920X1080 56.25 50.00
1080p/60 1920X1080 67.50 60.00
RGB INPUT(16”/ 19”
. . Horizontal Vertical Comment
requency (KHz) Frequency (Hz)
640x480 31.5 60 DOS
800x600 37.9 60 VESA
1024x768 48.4 60 VESA
1280X768 64.0 60 VESA
1360X768 47.7 60 VESA
RGB INPUT(22"/ 24” _ _

Resolution Frel'mﬁ%;t(aliﬁz) Fre\{mﬁg; (Hz) Comment
640x480 31.5 60 DOS
800x600 37.9 60 VESA
1024x768 48.4 60 VESA
1280X768 64.0 60 VESA
1360X768 47.7 60 VESA
1920X1080 67.5 60 VESA

HDMIINPUT
Horizontal Vertical
Mode Resolution Frequency Frequency
(LGH) (Hz)
480i 640X480 31.47 60.00
576p 720X576 31.25 50.00
720p/60 1280X720 45.00 60.00
1080i/50 1920X1080 28.13 50.00
1080i/60 1920X1080 33.75 60.00
1080p/50 1920X1080 56.25 50.00
1080p/60 1920X1080 67.50 60.00

o Modes, which are not listed in the above table, may not be supported. For an optimal picture
is recommended to choose a mode listed in the table.

e The incoming display modes compatible with WINDOWS as shown in the table above.

e Sometimes, the image may be disrupted due to the frequency standard from the VGA card.
However, this is not an error. You may improve this situation by activating the automatic
adjustment or by manually changing the phase and the clock settings in the menu.

o To extend the service life of the product, we recommend that you use your computer’s power

management function.




TROUBLESHOOTING

Before calling a service technician, perform the following simple checks. If any problem still

persists, unplugthe LED TV a

nd call for service repair.

Problem

Possible Solution

No sound

e Check if the main plug has been connected to a wall outlet.
e Checkifyou have pressed the(®button on the TV.
e Check the volume.

Normal picture but no sound

o Check the volume.
o Check whether the MUTE button has been pressed on the remote
control.

Sound is too low

® Check the volume.

o [fthe volume is still too low after setting the volume level to
maximum, check the volume control on computer sound card or
software programme, but also check the volume of the DVD.

No picture or black and white
picture

o Adjust the color settings.

e Check if the broadcasting system selected is correct.
e Check the contrast and brightness of the image.

o Check the video source thatis connected on the TV.

“No signal” message

o Make sure that the signal cable is firmly connected to the PC or the
video sources.
o Make sure that the PC or video sources are switched on.

Sound and picture
interference

e Try to identify the electrical appliance that is affecting the set and
move it further away.

Blurred or snowy picture,
distorted sound

e Check the direction, location and connections of your aerial.

Remote control does not
work

e The battery in the remote control may be exhausted.

e The battery may be improperly installed.

o Check if there is no obstruction between the remote control and
the remote (infrared) sensor.

o Ensure if there is no strong light shining on the remote control’s
infrared sensor.

The LED TV does not turn on

e Be sure the power cord is plugged in.

The image is too light or too
dark

o Adjust the brightness and Contrast.

On PC mode, horizontal bars
aﬁpearto flicker, jitter or
shimmer on the image

o Adjust the Phase.

On PC mode, vertical bars
aﬁpearto flicker, jitter or
shimmer on the image

e Adjust the Size.

On PC mode, image is not
stable and may appear to
vibrate

e Check the display resolution and frequency from your PC or
video board is a valid mode for your LED TV.
Control Panel- Display— Settings.
o |fthe setting is not correct, use your computer utility programme to
change the display settings.
Your monitor supports multiscan display function within the follow-
ing frequency domain:
Horizontal frequency:30KHz~75KHz
Vertical frequency: 56Hz~60Hz

On PC mode, image is not
centered on the screen.

o Adjust the horizontal and vertical position.
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SPECIFICATIONS

Model 16LEJO2 19LEJ02

Input Source

Sync. HIV separate, TTL, P. or N. HIV separate, TTL, P. or N.
Video Signal 1Vp-p @ 75 ohm 1Vp-p @ 75 ohm
RGB Signal 0.7 Vp-p @ 75 ohm 0.7 Vp-p @ 75 ohm
™v

Color System PAL/SECAM PAL/SECAM

Sound System BG, DK, | BG, DK, |

Video

Color System PAL/SECAMINTSC PAL/SECAMINTSC
Video Format CVBS, RGB CVBS, RGB

Power Supply

Input DC 12V DC 12V

Power Consumption

Working 3BW 3BW

Standby <1W <1W

Environmental Considerations
Operating Temperature
Operating Humidity

10°C ~ 40 °C(50°F ~ 104°F)
10% ~ 80%

10°C ~ 40 °C(50°F ~ 104°F)
10% ~ 80%

Audio Characteristics
Audio Input

Audio Input (PC)
Frequency Response

RCA Jack (L, R), 0.5Vrms (-9dB)
3.5 Stereo Jack, 0.5Vrms (-9dB)
RF: 100Hz~10KHz (at + 3dB)
AV: 100Hz~12KHz (at + 3dB)

RCA Jack (L, R), 0.5Vrms (-9dB)
3.5 Stereo Jack, 0.5Vrms (-9dB)
RF: 100Hz~10KHz (at + 3dB)
AIV: 100Hz~12KHz (at + 3dB)

Dimension ( WXDXH)mm

Without Stand 412X46X279 456X43X304
With Stand 412X130X313 456X139X342
Weight (Kg)

Net Weight ~1.6 ~35

Gross Weight ~3.3 ~4.5

Note:

o Design and specifications are subject to change without notice.
e Weights and dimensions shown are approximate values only.
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SPECIFICATIONS

Model 22LEJ02 24LEJ0O2

Input Source

Sync. HIV separate, TTL, P. or N. HIV separate, TTL, P. or N.
Video Signal 1Vp-p @ 75 ohm 1Vp-p @ 75 ohm
RGB Signal 0.7 Vp-p @ 75 ohm 0.7 Vp-p @ 75 ohm
™v

Color System PAL/SECAM PAL/SECAM

Sound System BG, DK, | BG, DK, |

Video

Color System PAL/SECAMINTSC PAL/SECAMINTSC
Video Format CVBS, RGB CVBS, RGB

Power Supply

Input DC 12V DC 12V

Power Consumption

Working 3BW 3BW

Standby <1W <1W

Environmental Considerations
Operating Temperature
Operating Humidity

10°C ~ 40 °C(50°F ~ 104°F)
10% ~ 80%

10°C ~ 40 °C(50°F ~ 104°F)
10% ~ 80%

Audio Characteristics
Audio Input

Audio Input (PC)
Frequency Response

RCA Jack (L, R), 0.5Vrms (-9dB)
3.5 Stereo Jack, 0.5Vrms (-9dB)
RF: 100Hz~10KHz (at + 3dB)
AV: 100Hz~12KHz (at + 3dB)

RCA Jack (L, R), 0.5Vrms (-9dB)
3.5 Stereo Jack, 0.5Vrms (-9dB)
RF: 100Hz~10KHz (at + 3dB)
AIV: 100Hz~12KHz (at + 3dB)

Dimension ( WXDXH)mm

Without Stand 524X44X340 580x44x370
With Stand 524X175X375 580x175x407
Weight (Kg)

Net Weight ~4 5 ~ 45

Gross Weight ~55 ~ 55

Note:

o Design and specifications are subject to change without notice.
e Weights and dimensions shown are approximate values only.
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STAND INSTALLATION GUIDE

Note:
Place the LED TV on a flat, soft sheet on a firm surface, to protect the screen from scratching or
damage.

According to the diagram above, insert the stand into the bottom of the LED TV and tighten
the screws.
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